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EX2.5EX2.5
Active Bass

Module

EX2.5 Accompaniments:
KV2 SPKR POLE
1.5M (5ft) telescoping pole for mounting 
speakers on subwoofer cabinets.

EX2.5-CART
Painted Baltic birch custom cart with heavy 
duty blue wheels 

EX10
Ultra-high-output 500-watt active full-range 
speaker system.

EX2.5 Applications
� Small to medium-sized Live 

and Playback Applications

� Portable PA Systems for 
speech/multimedia playback

� Mobile DJ

� Fixed Installations

EX2.5 FEATURES
�  1600 Watt High-effi ciency 

amplifi er featuring current-
enhancing switch mode tech-
nology with linear active fi lter

�  High effi ciency acoustic 
design delivers over 134dB of 
output

�  Complete, on-board subwoof-
er management including 
equalization, crossover fi lters, 
amplifi er overdrive protec-
tion, output level and phase 
controls

�  Mono input with through 
signal output and high pass 
output

�  Two 15-inch, high output, 
high effi ciency low frequency 
drivers with 4.00” (100mm) 
high temperature voice coil 
assembly and carbon fi ber 
reinforced cone assemblies

�  Professional, Baltic birch con-
struction with highly resistant 
polymer coating

�  Eight custom corner handles 
for simplifi ed handling and 
carrying    

�  Acetal copolymer high im-
pact, low friction feet are 
located on two sides allowing 
vertical or horizontal system 
set up, lock-in and easy cabi-
net movement

�  Six internal corner braces 
with twelve M10 suspension 
points

�  Top hat for pole insertion and 
speaker placement  

�  LED indicators for signal pres-
ent, limiter, thermal condition 
and power ON status

1600-Watt 
Dual 15-inch 
Subwoofer with 
current-enhancing 
Switch Mode 
 technology
Preliminary Data

The EX 2.5 is a very high 
output active subwoofer 

system. Through the use of 
proprietary amplifi er technol-
ogy, precision manufactured, 
high-tech woofer designs and 
the innovative implementation 
of a high effi ciency, twin cham-
ber acoustic design, the EX 2.5 
delivers tight, fast, controlled 
bass response at very high lev-
els. It falls directly out of KV2 
Audio’s philosophy to develop 
products with increased dy-
namic range, very high output 
and a consistent sound charac-
ter no matter what the output 
level. The system establishes 
new performance standards 
for a compact subwoofer that 
can only be achieved through 
the integration of new ampli-
fi er, transducer and electronic 
control technologies that are 
closely tied to a passion for 
taking performance to the next 
level. 

Beef up any system. 
The EX2.5 is can be used in 

a variety of system applica-
tions. It can add high perfor-
mance bass reproduction to 
active speaker systems, or it 
can be easily used with pas-
sive speaker systems. The built 
in electronic high pass fi lter, 
phase and independent output 
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level controls provide precision 
system management. On-board 
controls can also be defeated 
allowing the EX 2.5 to be driven 
by third party speaker manage-
ment systems. 

Electronics
Amplifi er power, electronic 

crossovers, equalization and 
speaker protection are inte-
grated into the EX 2.5’s ampli-
fi er module. On-board electron-
ics make for fast, easy set up 
and complete control ensuring 
easy to set up and long term 
 reliability.

New amp design. An im-
proved version of KV2 Audio’s 
switch mode, current enhanc-
ing low frequency amplifi er has 
been specially developed for the 
EX 2.5. The new design im-
proves overall system effi ciency 
to over 90% and delivers 1600 
watts of continuous power. 

KV2 Audio has developed 
an amplifi er topology that 
delivers two unique charac-
teristics that are critically 
important for high per-
formance, active subwoofer 
systems.

Maximum effi ciency. 
The EX 2.5 amplifi er topology 
delivers very high effi ciency 
and generates minimal thermal 
losses allowing the amplifi er to 
deliver extremely high power 
levels reliably and simplifying 
the cooling system. 

Secondly, in order to repro-
duce low frequency information 
with high transient levels and 
extend the operational bound-
aries of the acoustic design, 
the amplifi er needs to deliver 
an extraordinary amount of 
current in order to maintain 

the woofer mass 
under control. This is 
especially true under 
standard “phase 
shift” conditions in 
which the amount of 
total voltage the am-
plifi er can deliver is 
limited and the cur-
rent requirement is 
sometimes doubled.

Through the 
implementation of 
a unique, switch 
mode amplifi er 
technology, the EX 
2.5 amplifi er delivers 
on both objectives, 
providing extremely 
high effi ciency, low losses and 
delivering the highest woofer 
control by delivering higher cur-
rent levels under “phase shift” 
conditions.

Unique fi n-less heat sink. 
The electronics are fi tted onto 

to a large format aluminum 
alloy heat sink providing high 
fl ow, passive cooling and elimi-
nating standard maintenance 
cycles associated with forced 
cooled amplifi er designs. 

The entire assembly is fi tted 
on a dampened suspension sys-
tem that isolates low frequency 
mechanical energy and ensures 

long-term reliability. The large 
format fl at aluminum heat sink 
does not require the use of fi ns 
and can be placed in any verti-
cal or horizontal position.

Acoustic Components
Heat resistant woofers. 

The EX 2.5’s woofer technol-
ogy is our next generation of 
high effi ciency, low frequency 
transducer designs. The devices 
feature, high temperature voice 
coil assemblies that undergo 
multiple baking and curing 
processes as well as advanced 
magnetic structures with com-
plex cooling systems.

The woofer cones have been 
specially developed to with-
stand the demanding envi-
ronment created by the high 
acoustic loading inside the EX 
2.5’s asymmetrical chambers. 

Enclosure Design
Twin chambers. The EX 

2.5 was designed using new 
concepts in twin asymmetrical 
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Specifi cations continued on page 4

acoustic chambers that deliver 
very high speaker loading and out-
put from a relatively small cabinet 
footprint. It is ideal for use in live 
applications that require repro-
duction of low frequencies with 
very high  transient content at high 
output levels.

Easy to load-in and set 
up. The EX 2.5 is a lightweight 
enclosure featuring a number 
of ergonomically designed parts 
that make it an easy system to 
set up and use. KV2 designed and 
tooled a new very compact “corner 
handle” that fi ts snugly into any 
90 degree corner. This provides 
critical pick-up and handle loca-
tions previously unavailable. There 
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are eight corner handles that make 
it easy to pick up and reposition 
the ES 2.5 in a natural, instinctive 
manner. Routed “foot” cutouts al-
low easy stacking. 

Lots of hardware. There are 
six industrial grade, internal braces 
placed at the top of the cabinet. 
Each brace is held in place by four 
M8 bolts and feature twelve M10 
hang points providing a wide range 
of installation and suspension fl ex-
ibility. There is also a pole mount 
“top hat” located at the top of the 
cabinet.

Wheel-ready. There are three 
positions on the rear of the EX 2.5 
cabinet for mounting four, 4-inch 
(100mm) heavy-duty castors. 

EX2.5 Technical Specifi cations
Acoustic Performance
–3dB response  38Hz - 130Hz
-10dB response  32Hz - 150Hz
Max SPL long-term  134dB
Max SPL Peak 137dB
Crossover Points (Selectable)   90Hz / 120Hz 

Low Frequency Section
Number of Drivers  2
Acoustic Design Acoustic loading via 
 twin asymmetrical chambers 
Woofer Size  15.00”(381mm)
Voice Coil Diameter  4.00”(100mm) Inside/Outside epoxy baked 
Diaphragm Material  Epoxy-reinforced cellulose
Magnet Type  Advanced ventilated ferrite 

Bass Amplifi er Specifi cations
Type High-effi ciency, Current-enhancing Switch Mode
 technology with Linear Active Filter
Rated Continuous Power 1600 Watts
Distortion <0.05% THD
Cooling Passive – aluminum heatsink
Forced Ventilation High-capacity fan (demand sensititve)

Power Supply Iron core toroidal transformer

Line input Power
US 115VAC, 60Hz
Recommended amperage service 15 Amps

23.62” (600 m
m

)

27.55” (700 mm)

29.13” (740 mm)

29.13” (740 mm)

27.55” (700 m
m

)
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United States Sales Offi ce

19501 144th Ave. NE Suite F900
Woodinville, WA 98072 USA
US Toll Free Phone • 800.581.6005
Outside the US Phone • 425.402.4600
Fax • 425.402.4610
E-mail • sales@kv2audio.com

European Sales Offi ce

ul. F. Konecznego 2/2U
31-216 Krakow, Poland
Tel • +48 12 420 63 01
Fax • +48 12 420 63 02
E-mail • alex@kv2Audio.com

UK Sales Offi ce

KV2 Audio Europe Ltd. 
PO Box 2063 • Leigh on Sea 
Essex England SS9 5WB 
Tel (within UK) • 07005  402141 
Tel (International) • +44  8707  876096 
Email:-  info@kv2audio.co.uk

©2003 All Rights Reserved KV2 Audio LLC. All specifi cations are subject to 
change without notice. Especially these, since they’re preliminary. If in doubt, 
download updated spec sheets from www.kv2audio.com.

AC Connector 3 Pin Male NEMA L6-20 20-amp
 Twistlock™ Connector
Europe 230VAC, 50Hz
Recommended amperage service 10 Amps
AC connector  3 pin IEC 309 Male

Control Panel
System Level Control Rotary control (–6db to +6db)
Phase Control 2-position push-button switch
 0° / 180°
Crossover System 2-position push-button switch
 ON / OFF
Crossover Frequency 2-position push-button switch
 90 Hz / 120 Hz
System Status LED Indicators Green - Power ON 
 Red – Thermal (Auto Reset)
 Green / Yellow – Signal Present
 / Limiter 
ON / OFF Swit ch 2-position rocker switch 
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Active Bass Module
Signal Input/ Output 
Main Signal Input Connector Female XLR
Signal Impedance 20 kΩ (Balanced Signal)
Through Signal Output Male XLR
High Pass Output  Male XLR

EX 2.5 Electronic System Controls
Electronic band pass crossover fi lters
Equalization
Limiting and control of amplifi er system’s RMS output
Power supply and amplifi er thermal protection

Construction Features
Basic Geometric Design Standard rectangular geometry
Material  15mm Baltic Birch
Finish  Ultra Wear Resistant Black
 Polymer Coating
Hardware  Eight (8) corner handles
 Six (6) Integrated “L” brackets
 Twelve (12) 10mm suspension
 points
Feet Sixteen (16) 2.36” (60mm)
 diameter constructed from
 acetal copolymer, mounted in a 
 asymmetrical pattern for 
 fl exible vertical or horizontal
 system set-up
Wheel Mounting  Sixteen (16) M8 wheel mounting
 positions four locations at rear 
 of cabinet
Grill  Acoustically transparent
 perforated metal

Physical
Height  23.62” (600mm)
Width   27.55” (700mm)
Depth  29.13” (740mm)
Weight  143 lbs. (65kg)


